Graco Injectol's
Cross Reference — Lincoln

GRACO

Light/Medium Duty Grease Injectors

Series 33
0.001 - 0.003 in® (0.02 - 0.05 cm?)
Carbon Steel Stainless
Graco Lincoln Graco Lincoln
Number of Injectors GL-33 SL-33 GL-33 SL-33
1 24W401 83309-1 24W601 83715-1
2 24W402 83309-2 24W602 83715-2
3 24W403 83309-3 24W603 83715-3
4 24W404 83309-4 24W604 83715-4
5 24X302 83309-5 24X304 n/a
6 24\W405 83309-6 24\W605 83715-6
7 N/A N/A N/A 83715-7
9 24W406 N/A N/A N/A
10 24W407 N/A 24W606 N/A
15 24\W408 N/A 24W607 N/A
Standalone 24\W487 83900 24\W489 83900-9
Replacement 24W483 83314 24W485 83314-9
Series 32
0.001 - 0.008 in® (0.02 - 0.13 cm?)
Carbon Steel Stainless
Graco Lincoln Graco Lincoln
Number of Injectors GL-32 SL-32 GL-32 SL-32
1 247921 83336-1 24E391 83724-1
2 24A922 83336-2 24E392 83724-2
3 247923 83336-3 24E393 83724-3
4 247924 83336-4 24E394 83724-4
Standalone 247919 83338 24E389 N/A
Replacement 247920 83337 24E390 83337-9

North America Customer Service 800-533-9655 Fax 800-533-9656

©2016 Graco Inc. ® P.0. Box 1441 e Minneapolis, MN 55440-1441 e 352444 Rev A ® 04/16 * Printed in U.S.A.

All written and visual data contained in this document are based on the latest product information available at the time of publication. Graco reserves the right to make changes at any time without notice.

o

24A923

(\
ZF www.graco.com

GRACO



Graco Injectm's
Cross Reference — Lincoln GRACO

Light/Medium Duty Oil Injectors

Series 42
0.001 - 0.003 in3(0.02 - 0.05 cm?)

Graco Lincoln
Number of Injectors GL-42* SL-42 Standard SL-42 Heat Resistant
1 24W801 83311-1 84428-1
2 24W802 83311-2 84428-2
3 24W803 83311-3 84428-3 24W804 h‘.
4 24W804 83311-4 84428-4
5 24X306 83311-5 84428-5
6 24W805 83311-6 84428-6
7 N/A N/A N/A
9 24\W806 N/A N/A
10 24W807 83311-10 84428-10
15 24W808 83311-15 84428-15
Standalone 24W493 83535 N/A
Replacement 24W491 83313 84048
Series 43
0.001 - 0.008 in® (0.02 - 0.13 cm?)
Graco Lincoln
Number of Injectors GL-43* SL-43 Standard SL-43 Heat Resistant
1 24E241 83661-1 84429-1
2 24E242 83661-2 84429-2
3 24E243 83661-3 84429-3
4 24E244 83661-4 84429-4
Standalone 24E240 N/A N/A
Replacement 24245 83660 84110

*@raco only uses Viton Seals, so all GL-42 and GL-43 injectors are heat resistant.
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Graco Injectol's
Cross Reference — Lincoln

GRACO

Heavy Duty Grease Injectors

Series 1

il

GL-1 GL-1X GL-1 XL
0.008 - 0.08 in®(0.13 - 1.31 cm?) 0.015- 0.08 in®(0.25 - 1.31 cm?) 0.035 - 0.305 in® (0.57 - 5.0 cm?)
Graco Lincoln Graco Lincoln Graco Lincoln
Number of Injectors GL-1 SL-1 GL-1 X SL-V GL-1 XL SL-V XL
1 114901 81770-1 24X801 85770-1 24X811 85780-1
2 114902 81770-2 24X802 85770-2 24X812 85780-2
3 114903 81770-3 24X803 85770-3 24X813 85780-3
4 114904 81770-4 24X804 85770-4 24X814 85780-4
5 114905 81770-5 24X805 85770-5 24X815 85780-5
6 117206 N/A 24X806 85770-6 24X816 85780-6
Standalone N/A 81713 N/A 85772 N/A 85782
Replacement 114909 81713A 24X807 85771 24X817 85781
Series 11 ﬂ
0.050 - 0.500 in® (0.82 - 8.2 cm?) 5
Graco Lincoln ﬁ
Number of Injectors GL-11 SL-11 :
1 247918 85497 }
8 240918
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